AJD-2"

For Stainless Steel Punching

ADJ-2" (50.8mm width)

SPECIFICATIONS & OPERATING INSTRUCTIONS

OPERATING SHUT HEIGHT:

8-3/8" (212.7mm)

MAX. PUNCH DIAMETER:

.5000" (12.70mm)

MIN. SHUT HEIGHT:

8-3/16" (208.0mm)

UNIT OPEN HEIGHT:

9-1/8" (231.8mm)

DIE HEIGHT:

3-1/2" (88.9mm)

MATERIAL FEED CLEARANCE: 7/16" (11.1mm)

MIN. DIE CLEARANCE:

.006" (.1 mm)

MIN. PUNCH DIAMETER:

.2812" (7.14mm)

MAX. SQUARE:

.353" (8.96mm)

MIN. SHAPE DIMENSION:

.1250" (3.18mm)

MAX. MAT. THK. (8.S.):

1/4" (6.4mm)
14 TONS MAX.

KiTs AND SHIMS Note: 25% of material thickness is suggested die clearance

f:gg:gigf‘liit_ o CompLETE Rounp UniTs COMPLETE SHAPED UNITS ComMON DIMENSIONS
Key kit: 9322 Model Part Model Part Throat | Length | Shipping
= No No No No Depth A Weight
Hardware kit: 9377 E E s s
Punch shim: NA. 4AJD-2 17051 4SAJD-2 17056 4' 7" 19 Ibs.
Upper Arm Kits: 9737 Round 8AJD-2 17052 8SAJD-2 17057 8" 11" 23 Ibs.
9738 Shaped 12AJD-2 17053 12SAJD-2 17058 12" 15" 28 lbs.
To order a unit less punch and die,  To order a shaped unit with round
add the suffix “- LPD". punch & die, add the suffix “- RPD".
112" DIA L LENGTH A |
—— F— =178
2371 25_-‘1Trrlrr|__ -
PUNCH HEAD = I ',»
2313 708" Dlf i
RETAINER RING e { e
1 2" LZ . gne' I8
17008 S
ROUND PUNCH ONLY | Ry
17007 ' =¥ A
5 LENGTH
ROUND PUNCH w/HEAD i THRDAT DEPTH RANGE | Eggsé:ﬁgusggg SIZE
17015 SEE ABOVE
SHAPED PUNCH w/HEAD TECHNICAL SECTION
91130
N | - BHSCS 13- | yNiTS SHIPPED WITH
DIA KEY 20 X 3/4 GUIDE RETAINER AS
J @ SHOWN. TO INCREASE
1018 1018 GUIDE o FHF
2340 E—7 2o ....f ‘..._ GUIDE RETAINER 180 DEGREES
STRIPPING > Xx1" ID. - RETAINER | AND REASSEMBLE.
SPRING [ -
2-1/2" gl _ _— ; -~
‘ C— 8-3/8" E .!_g = 7 Tl |
2180 _ ok [ g U'JJJJl,J] | Jl
RETAINER — HEIGHT | : 4 ! | Ly
PIN — -~ 7/8"1.D
2330 — T
ROUND GUIDE
2-1/16" f
gggSPED NOTE: FOR GUIDE OPTIONS,
GUIDE I “tw O-D- | ReFER TO ADDL. PRODUCTS, ild ,I
FITTED STRIPPERS PAGE 83 -
— o
i = | | : .
SPRING = | 3ar :
< -/ 1-11/16"0.D. HEIGHT 1-3/4"
1-1/2" 0.D. |
2321 — - — —
PEDESTAL DIE 1120 [
232 ‘ 3/8" DIA, 1101 14355 .
SHACED TC:INEWIIENGTH PILOT PIN 3/8" DIA.  4AJ-2 HOLDER 4" THROAT
ki e Y BRSPER  rasss
A& 40, Tmm
BAJ-2 HOLDER 8" THROAT
I 14357
12AJ-2 HOLDER 12" THROAT
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AHD-2)2" (50.8mm width)

SPECIFICATIONS & OPERATING INSTRUCTIONS
OPERATING SHUT HEIGHT: 8-3/8" (212.7mm) MIN. DIE CLEARANCE: .018" (.46mm)
MIN. SHUT HEIGHT: 8-3/16" (208.0mm) MAX. PUNCH DIAMETER: .8750" (22.22mm) -

UNIT OPEN HEIGHT: 9-3/8" (238.1mm)  MIN. PUNCH DIAMETER: .2812" (7.14mm)
DIE HEIGHT: 3-1/2"(88.9mm) MAX. SQUARE: .618" (15.70mm)
MATERIAL FEED CLEARANCE: 5/8" (159mm)  MIN. SHAPE DIMENSION: .1250" (3.18mm) For stamless steel P“nchmg
MAX. MATERIAL THICKNESS 1/4" (6.4mm)
(STAINLESS STEEL): 24 TONS MAX.
Note: 25% of material thickness is suggested die clearance KiTS AND SHIMS
Shaped hole
CompLETE RounD UniTs ComPLETE SHAPED UNITS ComMmON DIMENSIONS conversion kit: 7130
Model Part Model Part Throat | Length | Shipping Key kit : 9306
No. No. No. No. Depth A Weight Hardware kit: 9358
8AHD-2 1/2 17151 8SAHD-2 1/2 17155 8" 11 5/8" 43 Ibs. . i i
installation kit: 2065
12AHD-2 1/2 17152 125AHD-2 1/2 17156 12" 155/8" | 50 Ibs. Guide bushing
To order a unit less punch and die,  To order a shaped unit with round
add the suffix “- LPD". punch & die, add the suffix “- RPD".
T | . ‘ THROAT DEPTH RANGE
o102 PUNCHIHEAD | 334.31/37:11 } SEE ABOVE
| sHCs. - ‘ |
STR'PPER l ! ROUND PUNCH 2-1/2'| .
(2 REQ o, ’ =l A ! ROUND PUNCH \
,f |
A Tore - Giiea IR ® —
172" DIAJ;, oA SHAPED PUNCH 2778 Sl
= =z 17115 NOTE: FOR
SHAPED PUNCH \ A SLOT SIZE &
‘ WITH HEAD gué’g .| LOCATION SEE
112 4-716" NEW LENGTH TECHNICAL
26812 | ’ ~ |sEcTioN
SPRING I - gy
RETAINER [ ] N
(SET OF 2) . \
3 91201
| | Ry st ssn,
¥ ot604 Et (CUTAWAY VIEW)
. SHUT
— LOCKWASHER G ‘
\ | ( 4 AL
2677 ; ) ) 2.3/g"
PUNCH PLATE D) gﬁﬁ%n RETAINER e e 7
2540-2 ’
STRIPPING 2V,
SPRING . B
(SET OF 2) ’ 2683 3-1/2
STRIPPER BOLT DIE
(2 REQ'D) HEIGHT
1001 B N o :
' DIA 3% bia 2SRAPED HOLDER
2673.2 PILOTPIN | .q.4/gv) 1.4/ |  DIAMOND 3" THROAT
LIFTER SPRING 41.3mm| 38.1mm  PILOT PIN 2656
(SET OF 2) SHAPED HOLDER
12" THROAT
*| NOTE: 0 DEGREE
9/16" 0.D. WHEN . POSITION
X 3/8" 1.D. ORDERING 2-776" B ;
COMPLETE | FRONT ) 90 DEGREE POSITION
‘ ‘ tIJV'El‘II'LSBLOCK S, Shapes will be supplied as shown
2676 TYPE DIE * A . unless otherwise specified by customer.
STRIPPER PLATE SPECIFY A g
e DDIE l3/4" NEW LENGTH e NEW Lenai [
g _9/16" THROW AWAY LENG 1-9/16" THROW -
2625 -2-1/8" DIA{ ! 2621 AWAYLENGTH | & OPTIONAL
SHAPED DIE o = BLOCK DIE
. ROUND BLOCK DIE B R NG
2674 o /91029 HOLES
ROUNDDIE 17716" ZRAPED «ff-%ggb) CLOSE TO
| BLOCK DIE M GutAway view | ANGLE LEGS
2675 ‘ e T
SHAPED DIE S RT/Y e mser
HOLDER MIN. DIM.
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AnD-3"

AHD-3" (76.2mm width)

SPECIFICATIONS & OPERATING INSTRUCTIONS

OPERATING SHUT HEIGHT:  8-3/8" (212.7mm)

MAX. PUNCH DIAMETER:  1.1250" (28.57mm)

MIN. SHUT HEIGHT: 8-3/16" (208.0mm)
UNIT OPEN HEIGHT: 9-5/8" (244.5mm)

MIN. PUNCH DIAMETER: .3750" (9.53mm)

MAX. SQUARE: .795" (20.19mm)

DIE HEIGHT:

3-1/2" (88.9mm)

MIN. SHAPE DIMENSION:

For Stainless Steel Punching

KiTsS AND SHIMS

All AH-3 units furnished

MATERIAL FEED CLEARANCE:

.1250" (3.18mm)

5/8" (15.9mm)  \Ax MAT. THK. (S.S):

MIN. DIE CLEARANCE:

.018" (.46mm)

1/4" (6.4mm)
31 TONS MAX.

Note: 25% of material thickness is suggested die clearance

CoMMoN DIMENSIONS

with Shaped Driver

CompLETE Rounp UNiTS ComPLETE SHAPED UNITS

Key kit: 9307 Model Part Model Part Throat | Length | Shipping
Hardware kit: 9359 No. No. No. No. Depth a Weight
. . 8AHD-3 17251 8SAHD-3 17255 8" 11-5/8" 43 lbs.
Guide bushing 2065
installation kit: 12AHD-3 17252 12SAHD-3 17256 12" 15-5/8" 50 lbs.
To order a unit less punch and die,  To order a shaped unit with round
add the suffix “- LPD". punch & die, add the suffix “- RPD".
91260
F.H.S.C.S. (NYLOK) . THROAT DEPTH RANGE
- 3-5/16" ﬁ‘ SEE ABOVE
91120 = = " 84.1mm
BHS.CS.  -E = 3 |
- =
e H 11e = :
= - !
3772 - | 3/ ) ‘ C 916" )|
PUNCH PLATE ; |
3779 o
STRIPAING SPRING ~ 1-5/8" - PUNCH DRIVER LENGTH A
(SET OF 2) 3784
\ STRIPPER BOLT e
kij (4 REQ D) ‘ NOTE: FOR
e ] SLOT SIZE &
— asmt | T C—————] —— LOCATION SEE
S [éT — TECHNICAL
3" % on 91360 " f/—g’%,j SECTION
- = S.S.S. = = e
_— ~ HALF [ .
o ¥ PA poG Iy / N
R — POINT 3754 \
1" 0.D. x 1/2" 1.D GUIDE BUSHING \
= - (CUTAWAY VIEW)
3740-2 8-3/8"
STRIPPING SPRING SHUT
(SET OF 2) HEIGHT
17207
- :t;):1NSD PUNCH \ '\ 1 J
SHAPED PUNCH ) ‘ (N
w0
~——1/4"KEY q o)
2-3/8" LENGTH 3777
DIE KEY
2" 0.D.x 1" L.D. : /J
3742 e 3-1/2"
SPRING SPACER = 3774-4 DIE /
(2 REQ'D) = LIFTER SPRING HEIGHT R
1 1-7/8 == (SET OF 4) l o
27/32" = 19/32" 0.D. 1001 "~ 1101
- b=
13/ \# 4 == x3/8"1D. 3/8" DIA. — 3/8" DIA. DIAMOND
< 134"~ PILOTPIN | 5w . | 447" . PILOTPIN
3773 41.3mm 38.1mm
STRIPPER PLATE 3755
91041 SHAPED HOLDER 8" THROAT
S.H.C.S.
Y UL LA, SHAPED HOLDER 12" THROAT
. 27/32" NEW LENGTH
HOUNDIDIE Q _+ 23/32" THROW
2529 AWAY LENGTH
SHAPED DIE ~—2-15/16" SQ. H‘
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AHD-3%2" (88.9mm width)

SPECIFICATIONS & OPERATING INSTRUCTIONS

1.5000" (38.10mm)

OPERATING SHUT HEIGHT: 8-3/8" (212.7mm)

MAX. PUNCH DIAMETER:

.5000" (12.70mm)

MIN. SHUT HEIGHT: 8-3/16" (208.0mm)
UNIT OPEN HEIGHT: 9-3/8" (238.1mm)

DIE HEIGHT: 3-1/2" (88.9mm)

MATERIAL FEED CLEARANCE: 5/8" (15.9mm)

MIN. DIE CLEARANCE: .018" (.46mm)

MIN. PUNCH DIAMETER:

MAX. SQUARE:

1.060" (26.92mm)

AnD-3);

MIN. SHAPE DIMENSION:

.1250" (3.18mm)

For Stainless Steel Punching

MAX. MAT. THK. (S.S.):

1/4" (6.4mm)
42 TONS MAX.

Note: 25% of material thickness is suggested die clearance

KiTs AND SHIMS

CompLETE Rounp Units ComPLETE SHAPED UNITS CoMMON DIMENSIONS Shaped hole.
conversion kit: 7131
Model Part Model Part Ehroal:: LerAgth S\;\I,ippi:g Key kit: 9308
. . . . eptl eight
No No Mo Mo P £ Hardware kit 9360
8AHD-3 1/2 17354 8SAHD-3 1/2 17358 8 12 75 lbs. Punch shim: 110912 pk.
) - ; ; 1109-48 pk.
12AHD-3 1/2 17355 12SAHD-3 1/2 17359 12 16 85 Ibs. 1/16"thk./3 max.
To order a unit less punch and die,  To order a shaped unit with round Guide bushin
add the suffix “- LPD". punch & die, add the suffix “- RPD". . . .g 2065
installation kit:
|
91072 SRS —
S.H.C.S. | 1
NYLOK - 2-1/2
= | THROAT DEPTH RANGE
2583 3-3/4" AUES
SHAPED PUNCH 95.2mm SEEREBOVE ‘
2682 P —
STRIPPER |2 DIA oy |
Bhao woef | |13 | N |
- _q /om NS / ”‘r
1/2" DIA. ROUND PUNCH 31/ @ g/wﬁ .
o 7 17314 ~ SRS
L, -2 " SHAPED N
SPRING WT ‘ | e LENGTH A :
SPRING 2-1/2" NEW LENGTH T
RETAINER_. 1 . 2718
(SET OF 2) 3" \ 2 NOTE: FOR SLOT
- 91201 o ;5 13,16&? 91 130 | SIZE & LOCATION
1/4" FH.S.C.S. S é B.H.S.C.S. | SEE TECHNICAL
DIA.KEY —-— 91604 - ) | o | SECTION
| LOCKWASHER - S—
2572 “
PUNCH PLATE -5 2680 2585
PUNCH RETAINER GUIDE BUSHING
: 8-3/8" (CUTAWAY VIEW)
T SHUT
2683 ~
2540-2 HEIGHT
STRIPPING SPRING 2- 3/ 2 3,8.. (SZTEE:;E? L | : ‘
(SET OF 2) L 2.3 AM
zob | o 3580 = o s a,
. q ~
x 1" I.D. o ; 3,
2673-2 BLOCK
LIFTER SPRING
(SET OF 2) )
9/16" 0.D. 3-1/2 N 3
x 3/8" I.D. DIE \
HEIGHT \ | 4
| |
1001 '/T ™~ 1/1 01
2573 3/8" DIA. empn | 4qrp | 3/8"DIA.
Staiepen PLOTPIN 2916 LVZ - DIAWOND ..
PLATE P —a SHAPED HOLDER 8" THROAT
2520 ! 2556
3/4" NEW LENGTH 91030 .
ROUND DIE B THROW AWAY S.H.C.S. Sl P L e
. LENGTH (2 REQ D)
S BT Sl S DIE BLOCK SCREWS
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