A s E H | E s SPECIFICATIONS & OPERATING INSTRUCTIONS

OPERATING SHUT HEIGHT: 8-3/8" (212.7mm)  MATERIAL FEED CLEARANCE: 11/32" (8.7mm)

MIN. SHUT HEIGHT: 8-3/16" (208.0mm)  MIN. DIE CLEARANCE: Die Clearance is
. " preset at factory for notching

UNIT OPEN HEIGHT: 9" (228.6mm) up to 1/4” (6.4mm) mild steel.

DIE HEIGHT: 3-1/2" (88.9mm) MAX. MATERIAL THICKNESS

MAX. MATERIAL THICKNESS (STAINLESS STEEL): 3/32" (2.4mm)

(MILD STEEL): 1/4" (6.4mm)
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Item No. Parts Description Part No. Part No. Part No. Part No. R
1 Punch Blade (long) 6091 6091 6404 6404
2 Punch Blade (short) 6090 6090 6403 6403
3 Punch Plate 6074 6074 6439 6439
4 Die Steel (long) 6080 6081 7046 7047
5 Die Steel (short) 6082 6083 7044 7045
6 Set of Die Screws 6002 6002 7052 7052
(set of 8) (set of 8) (set of 6) (set of 6)

7 Spring (2 or 3 req'd) 6040 6040 6040 6040
8 Spring Cage 6043 6043 6043 6043

Retainer 2476 2476 2476 2476
10 Stripper Bolt 91401 91401 91401 91401
1" Round Pilot Pin 1006 1006 1006 1006
12 Diamond Pilot Pin 1116 1116 1116 1116
13 Punch Plate Screw 91080 91080 91080 91080

PH: (800)828-7061

oR (715) 263-3900

info@unipunch.com
WEB: www.unipunch.com

Gauging plate Adjustable side

with built-in gauges for each
scales and cutting side
¥ adjustable stops Set of 2
UNIPUNCH ' Part No. 6060 Part No. 6050

HOLES IN PARTS. FAST. 48



