B s E H | E s SPECIFICATIONS & OPERATING INSTRUCTIONS

OPERATING SHUT HEIGHT: 5-1/2" (139.7mm)  MATERIAL FEED CLEARANCE:  3/16" (4.8mm)

MIN. SHUT HEIGHT: 5-5/16" (134.9mm)  MIN. DIE CLEARANCE: Die Clearance is
r UNIT OPEN HEIGHT: 5-7/8" (149.2mm) preset at factory

for notching from

DIE HEIGHT: 2-19/32" (65.9mm) 22 GA./.030" (.76mm )
MAX. MATERIAL THICKNESS MAX. MATERIAL THICKNESS
(MILD STEEL): 10 GA./.134" (3.4mm)  (STAINLESS STEEL): 1/16" (1.6mm)
. . BN n n n
Note: All Corner Notching Units have B Series — Corner Notch Units: 5" x 5" and 3" x 3
replaceahle punch and die steels.
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Item No. Parts Description Part No. Part No. Part No. Part No.
1 Punch Blade (long) 7091 7091 7004 7004
2 Punch Blade (short) 7090 7090 7003 7003
3 Punch Plate 6074 6074 7039 7039
4 Die Steel (side) — — 7044 7045
4A Die Steel (long) 6080 6081 — —
5 Die Steel (front) — — 7046 7047
5A Die Steel (short) 6082 6083 — —
6 Set of Die Screws 6002 6002 7052 7052
(set of 8) (set of 8) (set of 6) (set of 6)
7 Spring (3 req'd) 7540 7540 7540 7540
8 Spring Cage 7043 7043 7043 7043
9 Retainer 2476 2476 2476 2476
10 Stripper Bolt 91400 91400 91400 91400
11 Round Pilot Pin 1006 1006 1006 1006
12 Diamond Pilot Pin 1116 1116 1116 1116
13 Punch Plate Screw 91080 91080 91077 91077

6060 and 6050 Gauging Methods
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SPECIFICATIONS & OPERATING INSTRUCTIONS

OPERATING SHUT HEIGHT: 5-1/2" (139.7mm)
MIN. SHUT HEIGHT: 5-5/16" (134.9mm)
UNIT OPEN HEIGHT: 5-7/8" (149.2mm)
DIE HEIGHT: 2-19/32" (65.9mm)
MIN. MATERIAL THICKNESS: 22 GA. (76mm)

MIN. DIE CLEARANCE: Die Clearance is

preset at factory

MAX. MATERIAL THICKNESS
(MILD STEEL): 10 GA./.134" (3.4mm)

MAX. MATERIAL THICKNESS

(STAINLESS STEEL): 1/16" (1.6mm)

T30

Corner Notch Unit

7180 “B” Series 8" x 8" / 90° Corner Notch Unit

Note: Punch & die steels in 7180
Corner Notch Units are not
interchangeahle. Unit must he
returned to factory for replacement.
Spare punch & die steels can he
supplied with new units.

Part No. Max. Notch (Corner) | Max. ‘V’ Notch | Shipping Weight
7180 8"x 8"/ 90° 52" Deep / 90° 168 Ibs.
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The “B" series 8" x 8" Notch
Unit has been designed to
produce notch sizes greater
than our standard 5" x 5"
Corner Notch Units. The unit
is completely compatible
with all of the products in our
“B” Series. Gauges sold
separately. See below.

Gauges for 7180 Notching Unit

GAUGE ASSEMBLY

WITH BUILT IN SCALES AND
ADJUSTABLE STOPS

Part No.
7160*

*Includes mounting screws for
attachment to holder and gauge
plates.
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